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Hose clamp for externally corrugated spiral hoses, with plastic bridge, quick
and easy to fit, reusable.

Material and colour

Material bridge

Durability and standards

Standards

CLAMP 210 BRIDGE CLAMP
SKU: 2100000

Body: galvanised steel·
Bridge: PA6 Quality W1 – clamp band: galvanized steel·
Screw: galvanised steel·

REACH according to --> Technology / Technical Information / REACH·
conforms to RoHS guideline·

All information in this technical data sheet has been carefully checked; however, no warranty or liability can be accepted for the accuracy, completeness or up-to-dateness of the information
provided. Positive pressure and vacuum are operating limit values at 20 °C. The bending radius is measured on the inside of the hose bend. Subject to technical changes.
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Clamping range (min/max) Weight Packing unit Article Number

[ mm ] [ kg ]

25 – 31 0.02 10 21000250000

32 – 39 0.025 10 21000320000

40 – 49 0.03 10 21000400000

50 – 59 0.03 10 21000500000

60 – 69 0.03 10 21000600000

70 – 79 0.03 10 21000700000

80 – 89 0.03 10 21000800000

90 – 99 0.03 10 21000900000

100 – 109 0.03 10 21001000000

110 – 119 0.03 10 21001100000

120 – 129 0.03 10 21001200000

130 – 139 0.03 10 21001300000

140 – 149 0.03 10 21001400000

150 – 159 0.03 10 21001500000

160 – 169 0.03 10 21001600000

170 – 179 0.03 10 21001700000

180 – 189 0.03 10 21001800000

190 – 199 0.03 10 21001900000

200 – 209 0.03 10 21002000000
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