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Pa-Ri system: type 1 hose clamp made of galvanised steel.

Material and colour

Hauptmaterial

Material

Compatibility

Type of assembly

Hose clamps system "Pa-Ri"
SKU: 6100

Steel·

Galvanised steel·

Clamp fitting·

All information in this technical data sheet has been carefully checked; however, no warranty or liability can be accepted for the accuracy, completeness or up-to-dateness of the information
provided. Positive pressure and vacuum are operating limit values at 20 °C. The bending radius is measured on the inside of the hose bend. Subject to technical changes.
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Nominal size Clamping range (min/max) Weight Band thickness Screw dimensions Article Number

[ mm ] [ kg ] [ mm ]

35 31 – 35 0.075 1 Hex socket screw M6 x 45 6100030036

40 35 – 40 0.082 1 Hex socket screw M6 x 45 6100035041

45 40 – 45 0.086 1 Hex socket screw M6 x 45 6100040046

50 44 – 50 0.092 1 Hex socket screw M6 x 45 6100045051

55 49 – 55 0.098 1 Hex socket screw M6 x 45 6100050056

58 53 – 59 0.111 1 Hex socket screw M6 x 45 6100053059

60 54 – 60 0.102 1 Hex socket screw M6 x 45 6100055061

65 59 – 65 0.105 1 Hex socket screw M6 x 45 6100060067

70 64 – 70 0.111 1 Hex socket screw M6 x 45 6100065072

75 69 – 75 0.116 1 Hex socket screw M6 x 45 6100070077

80 74 – 80 0.119 1 Hex socket screw M6 x 45 6100075082

85 79 – 85 0.126 1 Hex socket screw M6 x 45 6100080087

90 84 – 90 0.128 1 Hex socket screw M6 x 45 6100085092

95 89 – 95 0.143 1 Hex socket screw M6 x 45 6100090097

100 94 – 100 0.138 1 Hex socket screw M6 x 45 6100095102

105 99 – 105 0.144 1 Hex socket screw M6 x 45 6100098109

110 104 – 110 0.15 1 Hex socket screw M6 x 45 6100105112

115 109 – 115 0.165 1 Hex socket screw M6 x 45 6100110117

125 119 – 125 0.164 1 Hex socket screw M6 x 45 6100120127

145 140 – 147 0.202 1 Hex socket screw M6 x 45 6100140147

155 150 – 157 0.211 1 Hex socket screw M6 x 45 6100150157
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