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One-piece hose clamp for medium-duty applications, made of galvanised
steel.

Material and colour

Material body

Compatibility

Type of assembly

Super Clamps - hose clamp
SKU: 6200

Galvanised steel· Clamp fitting·

All information in this technical data sheet has been carefully checked; however, no warranty or liability can be accepted for the accuracy, completeness or up-to-dateness of the information
provided. Positive pressure and vacuum are operating limit values at 20 °C. The bending radius is measured on the inside of the hose bend. Subject to technical changes.
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Clamping range (min/max) Weight Band thickness Screw dimensions Article Number

[ mm ] [ kg ] [ mm ]

26 – 28 0.032 0.6 M5 x 40 6200026028

29 – 31 0.051 0.8 M6 x 60 6200029031

32 – 35 0.052 0.8 M6 x 60 6200032035

36 – 39 0.054 0.8 M6 x 60 6200036039

40 – 43 0.055 0.8 M6 x 60 6200040043

44 – 47 0.09 1.2 M6 x 70 6200044047

48 – 51 0.093 1.2 M6 x 70 6200048051

52 – 55 0.094 1.2 M6 x 70 6200052055

56 – 59 0.09 1.2 M6 x 70 6200056059

60 – 63 0.102 1.2 M6 x 70 6200060063

64 – 67 0.105 1.2 M6 x 70 6200064067

68 – 73 0.152 1.5 M8 x 70 6200068073

74 – 79 0.157 1.5 M8 x 70 6200074079

80 – 85 0.161 1.5 M8 x 70 6200080085

86 – 91 0.168 1.5 M8 x 70 6200086091

92 – 97 0.172 1.5 M8 x 70 6200092097

98 – 103 0.178 1.5 M8 x 75 6200098103

104 – 112 0.189 1.5 M8 x 75 6200104112

113 – 121 0.193 1.5 M8 x 75 6200113121

122 – 130 0.202 1.5 M8 x 75 6200122130

131 – 139 0.279 1.5 M10 x 85 6200131139

140 – 148 0.286 1.5 M10 x 85 6200140148

149 – 161 0.298 1.5 M10 x 85 6200149161

162 – 174 0.312 1.5 M10 x 85 6200162174

175 – 187 0.308 1.5 M10 x 85 6200175187

188 – 200 0.381 1.5 M10 x 100 6200188200

201 – 213 0.332 1.5 M10 x 100 6200201213

214 – 226 0.351 1.5 M10 x 100 6200214226

227 – 239 0.366 1.5 M10 x 100 6200227239

240 – 252 0.38 1.5 M10 x 100 6200240252
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