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Herkules hose clamps, two bolted, heavy duty, with two spacers, suitable for
assembly of claw couplings DIN 3238 and DIN 3489.

Material and colour

Hauptmaterial

Material

Durability and standards

Standards

Compatibility

Type of assembly

Hercules hose clamps
SKU: 6300

Iron·

Malleable cast iron·

DIN 20039 A·

Compressed air assembly DIN 20039 A·

All information in this technical data sheet has been carefully checked; however, no warranty or liability can be accepted for the accuracy, completeness or up-to-dateness of the information
provided. Positive pressure and vacuum are operating limit values at 20 °C. The bending radius is measured on the inside of the hose bend. Subject to technical changes.

norres-baggerman.com | Date: 14.08.2026



2 | 2

Clamping range (min/max) Weight Article Number

[ mm ] [ kg ]

22 – 29 0.131 6300020029

28 – 34 0.136 6300028035

32 – 40 0.189 6300032040

39 – 49 0.248 6300039049

48 – 60 0.289 6300048060

60 – 76 0.393 6300060076

77 – 94 0.541 6300077094

94 – 115 0.714 6300094115

113 – 127 0.9 6300113127

Hercules hose clamps
SKU: 6300

All information in this technical data sheet has been carefully checked; however, no warranty or liability can be accepted for the accuracy, completeness or up-to-dateness of the information
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