CLAMP 216 NUUU BAGGERMAN

Leading Performance.

SKU: 2162872

Schlauchschelle zur wasserdichten Befestigung von schweren, auBen
gewellten Spiralschlauchen, schnell und einfach zu montieren,

wiederverwendbar.

Material and color Durability and standards
Material body Standards
- Stainless steel (1.4016) - REACH according to --> Technology / Technical Information / REACH

. - conforms to RoHS guideline
Material screw g

- steel, chromated

Other

Suitable for hose
- AIRDUC®: 345 + 355 (AS/ FOOD / INOX FOOD-AS / HT / EC)

Allinformation in this technical data sheet has been carefully reviewed; however, no warranty or liability can be accepted for the accuracy, completeness, or currentness of the information
provided. Positive pressure and vacuum are operating limit values at 68 °F (20 °C). The bend radius is measured on the inside of the hose bend. Subject to technical changes.
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CLAMP 216 NUUU BAGGERMAN

Leading Performance.
SKU: 2162872

Clamping range (min/max) For hose internal diameter Weight Article Number
[mm] [mm] [kgl
32-32 32 0.02 21600322872
38-38 38 0.03 21600382872
40 - 40 40 0.03 21600402872
45-45 45 0.03 21600452872

Allinformation in this technical data sheet has been carefully reviewed; however, no warranty or liability can be accepted for the accuracy, completeness, or currentness of the information
provided. Positive pressure and vacuum are operating limit values at 68 °F (20 °C). The bend radius is measured on the inside of the hose bend. Subject to technical changes.
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