Hose clamps system "Pa-Ri" WE =

Leading Performance.
SKU: 6110

Pa-Ri system: two-part hose clamp made of galvanized steel.

Material and color Compatibility
Main Material Type of assembly
- Steel - Clamp mounting
Material

- Galvanized steel

Allinformation in this technical data sheet has been carefully reviewed; however, no warranty or liability can be accepted for the accuracy, completeness, or currentness of the information
provided. Positive pressure and vacuum are operating limit values at 68 °F (20 °C). The bend radius is measured on the inside of the hose bend. Subject to technical changes.
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Hose clamps system "Pa-Ri"

SKU: 6110
Nominal size Clamping range (min/max)
[mm]
70 60-70
75 65-75
80 70 - 80
85 75 -85
90 80-90
95 85-95
100 90 - 100
105 95 - 105
110 100 - 110
115 105 - 115
120 110-120
125 115-125
130 120-130
135 125-135
140 130 - 140
145 135 -145
150 140 - 150
155 145 - 155
160 150 - 160
165 155 -165
175 165 -175

Weight
[kg]l
0.16
0.16
017
018
018
0.19
019

0.2
0.2
0.21
0.21
0.22
0.22
0.23
0.24
0.24
0.25
0.26
0.26
0.27
0.29

Band thickness
[mm]
1
1
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Screw dimensions

Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
Allen screw M6 x 45
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Leading Performance.

Article Number

6110057067
6110062074
6110067079
6110072084
6110077089
6110082094
6110087099
6110092104
6110097109
6110102114
6110107119
6110112124
6110117129
6110122134
6110127139
6110132144
6110137149
6110142154
6110147159
6110152164
6110162174

Allinformation in this technical data sheet has been carefully reviewed; however, no warranty or liability can be accepted for the accuracy, completeness, or currentness of the information

provided. Positive pressure and vacuum are operating limit values at 68 °F (20 °C). The bend radius is measured on the inside of the hose bend. Subject to technical changes.
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